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SUN ELECTRIC CORPORATION I

Field Installation Instructions
INSTALLATION MUST BE PERFORMED BY QUALIFIED SUN SERVICE PERSONNEL ONLY

The ~llation Procedures listed are for the SUN MRC-300-3 (220V) . The unit
is shi~ as a fully assembled unit, with the exmption of the it=m as listed
inthe Parts List.

PAms LIST:

~a?
Literature Kit, MRC-300
GM Adapter
GM/Foti Adapter, ~~+~
90 Degree Adapt=
Large W Adapter, CWiti+~
mn3Adapber
mol PCa@l
Desiccant Bag
Installation Instmctions
cap Plug
Yellow me Hose Assembly
Red Hose Assembly, 96”
Blue Hose ~ly, 96”
Red Hose Assembly, with = Valve
Blue Hose ~ly with Hard Valve
Tank Pm= Cable Assembly
Gauge Set Assembly w/o Hoses
Reclaim Tank Assembly

PARI’NUMBER
0119-0319-01
0647-0196-01
0647-0197-01
0647-0198-01
0647-0199-01
0647-0200-01
0671-1012-01
0671-1018-01
0692-1964-01
1374-0111-01
3988-0232-01
3988-0233-01
3988-0234-01
3988-0235-01
3988-0236-01
6004-0668-01
7009-2082-02
7009-2083-01

mql- Sun Issued Tool Kit
Safety Goggles (0001-5005)
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8.

usE~ImnIt3mMn’~~~
mmI~Tms~

mmB6Er As81MBLY

Open lmleoontainer  and remove theunitard alla
Sh&ping Contati.

ooessories fran the

mventmy allite.msusiqthe~  Mst-inspectf ord amage.

Atta& the ~ _ Hose ksembly (3988-0232-01) to the middle
ummctor on the Gaqe Set Assembly (7009-2082-02) .

Attach theoppsite endofthe~ Charye Hose Assembly toti IM=ke
FOrtont hebackoftheunito

Attach the BIDE Hose lwsembly (3988-0234-01) b the lm pressure side of
- Gauge Set Assembly (BLUE Me side).

Attach the W Hose Assembly (3988-0233-01) to the high pressure side of
the Gauge Set Assembly (~ hmlle side).

A&& the BTXJE Hoe &=mbly witi Hand Valve (3988-0236-01) to the BILJE
Hose Assembly.

Atta~ the RED Hose Assembly with Ham5 ValW (3988-0235-01) to the RED
Ho6e Assembly.

Im!E: lhe hmes that are sumlied with the Hand Val= have an EUX71ed fittim
with a Schra&r Valve- ‘kpressor on one end, and a straight ~itting witG
~ *E=== ontheotherel’d. Zhestraight fittings onthehmes are
a-ched to the Hand Valve and the fittirg with the dqm=sor wfil attach
to the Vehicle that is to be semi~.

RBmJmfmNlc

9.

10.

11.

1.2.

13.

14.

15.

F&smve the Wclaim Tank lksembly (7009-2083-01) from W packiq
container.

Open the LIQUID Valve on the Tank Assembly to relieve any pressure that
Inaybelef tinthetank.

Secure the Reclaim Tank Assembly on the bottcnn shelf by using the velcro
-.

Connect the EUJEHose AssemMy that tiattached lmthe Gauge Set Assembly
totheport marked LmJID.

Ehsllre that the VAmR valve is cl-.
Ensure matthe I@UIDvalveis open.

openlme Handvalws! onthe BLuE Hose Assembly.
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16. openmBBum valVealme Gauges8t Assembly.

17 ● close the Rm valve om the Galqe set Assmbly.

18. msurethat me RmHam3 valveis closed.

lmE: JZnsum all unit switches am in the OFF P06ition.

19.

20.

21.

22.

23.

24.

25.

26.

27.

28.

29.

30.

31.

Plqinti unit toagrmmled  AC~le.

Turn themwerswilxhtomw.

Plae the FuzcLAm~timtim~’ position.

Allow theunit torun until the luw pressme
to 29” for fifteen (15) ~.

ga~ _ a vacuum of 24~~

Tum all switches Im the ‘Ol?l?s Po6itiono

clo6ehana valve onthem30f t21emJE Ho6e, thencloseme LIQulD valve
on the Reclaim Tank.

Dismmect the BLm Ho6efran the tank.

FINAL ASSR4BLY

Attach the13LZJE HosethatexW@ ~-left legofthe unitto the
IJQUID Fort on the Reclaim Tank Assembly.

Attach tiRHIHose franthe I.eft Leg Vapor Potitothe WR Port on the
Reclaim Tank Assembly.

Open both Tank valves.

Place !lbol Pouch (0671-1012-01) over the Me and secure with velcro.

Store all accessories in W til Pm&.

Ccm@ete W questionnaire (0692-1834-01) .

*************************
*IwmLL?mcmaMPImE*
*************************

Refer to ~tor’s Manual in m T2W=ature Kit (0119-0319-01)
for Checkout ard Custmer Training procedures.

*********************
*mEaa?’r~*
*********************
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