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MACHINE UNLOCKED 

 

 

 

R1234yf 
 

ACTIVATION 

 

 
 
 
 

                Insert Activation Code: 
 

                ___________________ 

 

1 
 

 

2 
ABC 

 

3 
DEF  

 

4 
GHI 

 

5 
JKL  

 

6 
MNO 

 

7 
PQRS 

 

8 
TUV 

 

9 
WXYZ  

 

0 
|_|  

← ., 

R1234yf 
 

 

ACTIVATION CODE 

 

XXXX-XXXX-XXXX 

 

Go to the web site 

www.ac-activation.com 

Enter unlock code 

 

 
ACTIVATION 

R1234yf 
 

 

MACHINE LOCKED 

 

 

 

 

 

Press ENTER to continue 

 R1234yf                                                                      

 
 

ACTIVATION 

123456789012 

 

 

 

http://www.ac-activation.com/
http://www.ac-activation.com/
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XY12345678 

EEAC33xyz 

Polartek xyz 

xyz 

 

 

 

 

User Manual Polartek xyz [MANUEEACxyz] 

 

 

 

 

XY12345678 

 

 

 

http://www.ac-activation.com/
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ACTIVATE PLATE NUMBER 

 

 
 

 

 R1234yf                                                                         SETUP 

 

PLATE NUMBER 

ON OFF 

 R1234yf                                                            

 

mm/dd/yyyy 

hh:mm 

xxxxxxx 

AUTOMATIC             MANUAL                SERVICES 

SETUP            MAINTENANCE              INFO 

LANGUAGE 
 

MEASURE UNITS 
 

PLATE NUMBER 
 

QUICKSETUP 
 

SET DATE / TIME 
 

 R1234yf                                                                        SETUP 

 

PREV 

PAGE 

NEXT 

PAGE SETUP HEADER PRINT 

 

COUNTERS 
 

SETTINGS 

 
 
Pressure 

 
Weight 
 

Temperature 
 

Volume 

 R1234yf                                                                         SETUP 

 

MEASURE UNITS 

bar psi 

g lb lb: oz 

°C °F 

ml oz 

Recovered gas  xxx lb 

 
Service   xxx lb 
 

Filter   xx % 
 
Vacuum   xxx min 

 
Charged gas  xxx lb 
 

Tank filling   xx lb 
 

 R1234yf                                                                         SETUP 

 

COUNTERS 

 Espanol 

 
  

 

 English 

 
 Français 

 

  

 

 R1234yf                                                                         SETUP 

 

LANGUAGE 

PREV 

PAGE 

NEXT 

PAGE 
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QUICK SETUP 
 

Press ENTER to proceed 
Press ESC to exit. 

 
 
 

 R1234yf                                                                       SETUP     

 

QUICK SETUP 

 R1234yf                                                                         SETUP 

 

SETUP HEADER PRINT 

 R1234yf                                                                         SETUP 

 

SET DATE / TIME 

Date 
 

Time 
 

xx  xx  xx  

xx  xx  xxxx  

PM  

Hours        Minutes   Seconds 

 

Month           Day        Year 

 

Vacuum rising 

 

Time of check 

 

Vacuum Time  

VACUUM SETTINGS 

 Pressing INFO set default values 

 

 R1234yf                                                                         SETUP 

 

VACUUM SETTINGS 

xx  

xx  

xx  psi 
 9 psi 
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 -90dBm  -80dBm  -70dBm   

 -60dBm   -50dBm   -40dBm   

 -30dBm 

 
 
 
 

               SSID Name:   xxxx_xxx 
                    IP:   xxx.xxx.x.xxx 
        WIFI signal strength:   -75  
        Connected to Cloud:   Yes 

 
                 

WI-FI 
 

 R1234yf                                                                       SETUP     

 
 

 
 
 
 

WI-FI Connection OK 
 

Press ENTER to continue 
 
                 

WI-FI 
 

 R1234yf                                                                       SETUP     

 
 

 
 
 
 

                Insert PASSWORD 
 

                ___________________ 

 

1 
 

 

2 
ABC 

 

3 
DEF  

 

4 
GHI 

 

5 
JKL  

 

6 
MNO 

 

7 
PQRS 

 

8 
TUV 

 

9 
WXYZ  

 

0 
|_|  

← ., 

 R1234yf                                                                       SETUP     

 
 

 

“wi-fi network 1” 

“wi-fi network 2” 

“wi-fi network 3” 

“wi-fi network 4” 

“wi-fi network 5” 

“wi-fi network 6” 

“wi-fi network 7” 
 

 R1234yf                                                                       SETUP     

 
 

NEXT 

PAGE 

 

 

 
 

ENABLE WI-FI 

 

ON OFF 

 R1234yf                                                                       SETUP     

 
 

WI-FI 
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http://ac-service24.com/app
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NAMEPLATE 

 

FIG. 1 
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 R1234yf                                                            

 

mm/dd/yyyy 

hh:mm 

xxxxxxx 

AUTOMATIC             MANUAL                SERVICES 

SETUP            MAINTENANCE              INFO 

The use of PAG OIL  

or DYE in hybrid  

cars may damage 

compressor! 

Please use only 

 recommended oil. 

 

 R1234yf             AUTOMATIC PROCEDURE 

                                                             

Hybrid vehicle 

 

Standard vehicle 

 

 

 

WARNING ! 

charge amount 

Less than 100g/4oz 

Press ENTER to continue 

 R1234yf                                         AUTOMATIC PROCEDURE 

CHARGE 

The selected vacuum time is lower than 

15 minutes. The leak check could not be 

reliable. Continue? 

YES NO 

 R1234yf                                         AUTOMATIC PROCEDURE 

VACUUM 

TIME OF CHECK                              xx min 

 

VACUUM TIME                                  1  min 

 

CHARGE AMOUNT 

 

 

 R1234yf      AUTOMATIC PROCEDURE 

                                                             

DATABASE 

 

xx  

HP+LP LP HP 

xx  lb lb 

lb/oz 

g 



• 26 • 

• 

Connect and open HP and LP coupling to A/C 

system Press ENTER 
 

 

 R1234yf                                         AUTOMATIC PROCEDURE 

 

RECOVERY / RECYCLE 

 

Connect and open LP coupling to A/C system 

Press ENTER 
 

 

 R1234yf                                          AUTOMATIC PROCEDURE 

 

GAS ANALYSIS 

 

R1234yf                                         AUTOMATIC PROCEDURE 

 

lb 

psi 
oz 

 

RECOVERY / RECYCLE 

USED OIL DISCHARGE 

Recovered gas 
Tank Pressure 
A/C pressure 
Tank temperature 

 

 

REFRIGERANT PURITY 
 
 R1234yf:  yyy % 
 R134a:      x % 
 R22:      x % 
 Hydrocarb.:     x % 
 Air:   x.x % 
 

 R1234yf                                         AUTOMATIC PROCEDURE 

RECOVERY / RECYCLE 

GAS EXTRACTION FROM A/C SYSTEM 1st PHASE 

Recovered gas 
Tank Pressure 
A/C pressure 
Tank temperature 

 

 R1234yf                                         AUTOMATIC PROCEDURE 

RECOVERY / RECYCLE 

lb 

psi 
psi 
°F 

 

 R1234yf                                           AUTOMATIC PROCEDURE 

VACUUM TIME 
 

 
CHARGE AMOUNT 

 

 
CONNECTION MODE                               HP+LP 

 

 VEHICLE PLATE                                UHU2445RF 
 

 
 

  

 

Press ENTER to continue, ESC to go back 

 

 

min 
 

 
lb 

 

 

 
 

Inset vehicle 
Plate number: 

 
___________________ 

 R1234yf                                         AUTOMATIC PROCEDURE 

RECOVERY / RECYCLE 

 

 

1 
 

 

2 
ABC 

 

3 
DEF  

 

4 
GHI 

 

5 
JKL  

 

6 
MNO 

 

7 
PQRS 

 

8 
TUV 

 

9 
WXYZ  

 

0 
|_|  

← ., 
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R1234yf                                         AUTOMATIC PROCEDURE 

 

PRE-CHARGE TEST 

 

Put the leak detector on 

rear evaporator outlet 

and search for leaks 

 

 

 

Is there an auxiliary 
evaporator? 

 

YES NO 

 R1234yf                                         AUTOMATIC PROCEDURE 

PRE-CHARGE TEST 
 

 

 

 

Was a leak found? 

 

YES NO 

 R1234yf                                         AUTOMATIC PROCEDURE 

PRE-CHARGE TEST 
 

 

 

 

Was this test performed? 

 

YES NO 

 R1234yf                                         AUTOMATIC PROCEDURE 

PRE-CHARGE TEST 
 

R1234yf                                         AUTOMATIC PROCEDURE 

 

PRE-CHARGE TEST 

 

Put a SAE J2913 compliant 

leak detector set to  

high-maximum sensitivity (4g/year) 

into the center of a  

floor duct outlet, as far as 

possible 

R1234yf                                         AUTOMATIC PROCEDURE 

 

PRE-CHARGE TEST 

 

 

HVAC blower motor on low, 

A/C switched off, air distribution  

mode set to "floor". 

R1234yf                                         AUTOMATIC PROCEDURE 

 

VACUUM TEST 

    inHg 
 

 

A/C Pressure 
 

 

CHECK LEAKS 

 

 R1234yf                                         AUTOMATIC PROCEDURE 

VACUUM 

    inHg 
 

 

A/C Pressure 
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Was a leak found? 

 

YES NO 

 R1234yf                                         AUTOMATIC PROCEDURE 

PRE-CHARGE TEST 
 

 

 

 

Was an auxiliary 

evaporator check  

performed? 

 
YES NO 

 R1234yf                                         AUTOMATIC PROCEDURE 

PRE-CHARGE TEST 
 

R1234yf                                         AUTOMATIC PROCEDURE 

 
 

xx  psi 

 
 

 

EMPTY HOSES 

Empty hoses 

Hoses pressure 

 R1234yf                                         AUTOMATIC PROCEDURE 

 

CHARGE 

 

Disconnect LP coupling, from A/C system and 

Press ENTER 

 

Disconnect HP coupling Start A/C system with LP  

coupling connected and press ENTER 

 

 R1234yf                                         AUTOMATIC PROCEDURE 

CHARGE 

 R1234yf                                         AUTOMATIC PROCEDURE 

 

EMPTY HOSES 

 

End Of Procedure 

 

Gas recovered       xxx lb 

Oil discharged       xxx oz 

Vacuum time       xxx min 

Gas charged          xxx lb 

 

Press ENTER to continue 

 

 

 
Gas charged 
Tank Pressure 
A/C pressure 
Tank temperature 

 

 R1234yf                                         AUTOMATIC PROCEDURE 

 

CHARGE 

 

lb 

psi 
psi 
°F 
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 R1234yf                                                MANUAL PROCEDURE 

RECOVERY  & REC. VACUMM 

A/C SYSTEM FLUSHING CHARGE 

Connect and open LP coupling to A/C system 

Press ENTER 
 

 

 R1234yf                                               MANUAL PROCEDURE 

 

GAS ANALYSIS 

 

 R1234yf                                                            

 

mm/dd/yyyy 

hh:mm 

xxxxxxx 

AUTOMATIC             MANUAL                SERVICES 

SETUP            MAINTENANCE              INFO 

 
 

Inset vehicle 
Plate number: 

 
___________________ 

 R1234yf                                               MANUAL PROCEDURE 

RECOVERY / RECYCLE 

 

 

1 
 

 

2 
ABC 

 

3 
DEF  

 

4 
GHI 

 

5 
JKL  

 

6 
MNO 

 

7 
PQRS 

 

8 
TUV 

 

9 
WXYZ  

 

0 
|_|  

← ., 
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Connect and open HP and LP coupling to A/C 

system Press ENTER 
 

 

 R1234yf                                               MANUAL PROCEDURE 

 

RECOVERY / RECYCLE 

 

R1234yf                                               MANUAL PROCEDURE 

 

lb 

psi 
oz 

 

RECOVERY / RECYCLE 

USED OIL DISCHARGE 

Recovered gas 
Tank Pressure 
A/C pressure 
Tank temperature 

 

 

REFRIGERANT PURITY 
 
 R1234yf:  yyy % 
 R134a:      x % 
 R22:      x % 
 Hydrocarb.:     x % 
 Air:   x.x % 
 

R1234yf                                               MANUAL PROCEDURE 

 

RECOVERY / RECYCLE 

  R1234yf                                              MANUAL PROCEDURE 

 

RECOVERY / RECYCLE 

 

 

End Of Procedure 

 

 

Gas recovered       xxx lb 

Oil recovered        xxx oz 

 

Press ENTER to continue 

 

 

 R1234yf                                              MANUAL PROCEDURE 

 

RECOVERY / RECYCLE 

 

Close and disconnect HP and LP coupling from A/C 

system and Press ENTER 

 

GAS EXTRACTION FROM A/C SYSTEM 1st PHASE 

Recovered gas 
Tank Pressure 
A/C pressure 
Tank temperature 

 

R1234yf                                               MANUAL PROCEDURE 

 

RECOVERY / RECYCLE 

lb 

psi 
psi 
°F 
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R1234yf                                              MANUAL PROCEDURE 

 

VACUUM 

    inHg 
 

 

A/C Pressure 
 

 

LEAK CHECK 

 

 R1234yf                                              MANUAL PROCEDURE 

VACUUM 

    inHg 
 

 

A/C Pressure 
 

 

 R1234yf                                              MANUAL PROCEDURE 

 

VACUUM 

 

Close and disconnect HP and LP coupling from A/C 

system and Press ENTER 

 

Connect and open HP and LP coupling to A/C 

system Press ENTER 
 

 

 R1234yf                                               MANUAL PROCEDURE 

 

VACUUM 

 

 
 

Inset vehicle 
Plate number: 

 
___________________ 

 R1234yf                                               MANUAL PROCEDURE 

VACUUM 

 

 

1 
 

 

2 
ABC 

 

3 
DEF  

 

4 
GHI 

 

5 
JKL  

 

6 
MNO 

 

7 
PQRS 

 

8 
TUV 

 

9 
WXYZ  

 

0 
|_|  

← ., 

The selected vacuum time is lower than 

15 minutes. The leak check could not be 

reliable. Continue? 

YES NO 

R1234yf                                              MANUAL PROCEDURE 

 

VACUUM 

TIME OF  CHECK 

 

VACUUM TIME 

 

 

  

 R1234yf                                              MANUAL PROCEDURE 

 

 

 

 

xx      
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The use of PAG OIL  

or DYE in hybrid  

cars may damage 

compressor! 

Please use only 

 recommended oil. 

 

R1234yf                                              MANUAL PROCEDURE 

                                                            

Hybrid vehicle 

 

Standard vehicle 

 

 

 

  R1234yf                                              MANUAL PROCEDURE 

 

VACUUM 

 

 

End Of Procedure 

 

 

Vacuum time   xxx min 

 

 

Press ENTER to continue 

 

 

WARNING ! 

charge amount 

Less than 100g/4oz 

Press ENTER to continue 

R1234yf                                              MANUAL PROCEDURE 

 

CHARGE 

 R1234yf                                              MANUAL PROCEDURE 

 

 

 

 

 

 

CHARGE AMOUNT 

 

 

DATABASE 

 
HP+LP LP HP 

xx  lb 

 
lb 

lb/oz 

g 
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• 

 

 

 

 

 

Was this test performed? 

 

YES NO 

R1234yf                                               MANUAL PROCEDURE 

 

PRE-CHARGE TEST 
 

R1234yf                                               MANUAL PROCEDURE 

 

PRE-CHARGE TEST 

 

Put a SAE J2913 compliant 

leak detector set to  

high-maximum sensitivity (4g/year) 

into the center of a  

floor duct outlet, as far as 

possible 

R1234yf                                               MANUAL PROCEDURE 

 

PRE-CHARGE TEST 

 

 

HVAC blower motor on low, 

A/C switched off, air distribution  

mode set to "floor". 

R1234yf                                               MANUAL PROCEDURE 

 

VACUUM TEST 

    inHg 
 

 

A/C Pressure 
 

 

CHECK LEAKS 

 

R1234yf                                               MANUAL PROCEDURE 

 

VACUUM 

    inHg 
 

 

A/C Pressure 
 

 

Connect and open HP and LP coupling to A/C 

system Press ENTER 
 

 

 R1234yf                                               MANUAL PROCEDURE 

 

CHARGE 

 

 
 

Inset vehicle 
Plate number: 

 
___________________ 

 R1234yf                                               MANUAL PROCEDURE 

CHARGE 

 

 

1 
 

 

2 
ABC 

 

3 
DEF  

 

4 
GHI 

 

5 
JKL  

 

6 
MNO 

 

7 
PQRS 

 

8 
TUV 

 

9 
WXYZ  

 

0 
|_|  

← ., 
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Was a leak found? 

 

YES NO 

R1234yf                                               MANUAL PROCEDURE 

 

PRE-CHARGE TEST 
 

 

 

 

Was an auxiliary 

evaporator check  

performed? 

 
YES NO 

R1234yf                                               MANUAL PROCEDURE 

 

PRE-CHARGE TEST 
 

R1234yf                                               MANUAL PROCEDURE 

 

PRE-CHARGE TEST 

 

Put the leak detector on 

rear evaporator outlet 

and search for leaks 

 

 

 

Is there an auxiliary 
evaporator? 

 

YES NO 

R1234yf                                               MANUAL PROCEDURE 

 

PRE-CHARGE TEST 
 

 

 

 

Was a leak found? 

 

YES NO 

R1234yf                                               MANUAL PROCEDURE 

 

PRE-CHARGE TEST 
 

R1234yf                                               MANUAL PROCEDURE 

 

CHARGE 

 

Disconnect LP coupling, from A/C system and 

Press ENTER 

 

Disconnect HP coupling Start A/C system with LP  

coupling connected and press ENTER 

 

R1234yf                                               MANUAL PROCEDURE 

 

CHARGE 

 
Gas charged 
Tank Pressure 
A/C pressure 
Tank temperature 

 

R1234yf                                               MANUAL PROCEDURE 

 

CHARGE 

 

lb 

psi 
psi 
°F 
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R1234yf                                               MANUAL PROCEDURE 

 
 

xx  psi 

 
 

 

EMPTY HOSES 

Empty hoses 

Hoses pressure 

R1234yf                                               MANUAL PROCEDURE 

 

EMPTY HOSES 

 

End Of Procedure 

 

Gas charged          xxx lb 

 

Press ENTER to continue 

 

 

 R1234yf                                                            

 

mm/dd/yyyy 

hh:mm 

xxxxxxx 

AUTOMATIC             MANUAL                SERVICES 

SETUP            MAINTENANCE              INFO 

 

2015 

 

SEARCH BY 

PLATE 

 

SEARCH BY 

DATE 

 

EXTRACT 

ARCHIVE 

 

YEAR SELECTION: 

 

 R1234yf                                                    SERVICE ARCHIVE 

 

 

 

              2017 

      ●      2016 

              2015 
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SEARCH BY PLATE: 

 

SEARCH BY PLATE: 

 
INSERT  

VEHICLE PLATE 
 

 R1234yf                                                       SERVICE ARCHIVE 

 
 

2016 

 

Plate: 

Time: 

Date: 

 

Recovered gas: 

Injected gas: 

Recovered oil: 

Injected oil: 

Injected die: 

Vacuum time: 

Vacuum reached: 

 

 R1234yf                                                    SERVICE ARCHIVE 

 

 
 

 

35A085 852 

 

Plate: 

 
Time:                      Date: 

 

 R1234yf                                                    SERVICE ARCHIVE 

 

1423A2422 343 

 
17:53                      30/02/2014 

 

35A085 852 

 

17:43                       31/01/2013 

 

Plate: 

Time: 

Date: 

 

Recovered gas: 

Injected gas: 

Recovered oil: 

Injected oil: 

Injected die: 

Vacuum time: 

Vacuum reached: 

 

 R1234yf                                                    SERVICE ARCHIVE 

 

 
 

 

35A085 852 

 

Plate: 

 
Time:                      Date: 

 

 R1234yf                                                    SERVICE ARCHIVE 

 

1423A2422 343 

 
17:53                      30/02/2014 

 

35A085 852 

 

17:43                       31/01/2013 

 

SEARCH BY DATE: 

 

DAY  

MONTH 
 

 R1234yf                                                    SERVICE ARCHIVE 

 

 
 

2016 
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 R1234yf                                                    SERVICE ARCHIVE 

 

  
 

Please insert USB key 
and press ENTER 

 

 R1234yf                                                    SERVICE ARCHIVE 

 

  
 

EXTRACT ARCHIVE 
 
 

Extraction complete 
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CALIBRATION 
 

GAS ANALYSIS 
 

CHANGE DRYER FILTER 
 

DATABASE 
 

DATABASE ACTIVATION 
 

AIR PURGE MANUAL 
 

 R1234yf                                                            MAINTENANCE 

 

PREV 

PAGE 

NEXT 

PAGE 

A/C PRESSURE CHECK 
 

 R1234yf                                                            

 

mm/dd/yyyy 

hh:mm 

xxxxxxx 

AUTOMATIC             MANUAL                SERVICES 

SETUP            MAINTENANCE              INFO 

 R1234yf                                                           MAINTENANCE 

 

 

 

A/C PRESSURES CHECK 

 

Turn on A/C system and 
check pressure using  
HP and LP gauges 
then press ENTER 

 

 R1234yf                                                           MAINTENANCE 

 

 

 

A/C PRESSURES CHECK 

 

 

Unscrew HP coupling without disconnect from A/C 
system, then press ENTER 
 

 R1234yf                                                           MAINTENANCE 

 

 

 

A/C PRESSURES CHECK 

 

Turn off A/C system and the 
vehicle’s engine 

then press ENTER 

 

Connect and open HP and LP coupling to A/C 

system Press ENTER 
 

 

R1234yf                                                           MAINTENANCE 

 

 

A/C PRESSURES CHECK 
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EMPTY HOSES  – OPERATION COMPLETED 

 

press ENTER to continue 

 R1234yf                                                         MAINTENANCE 

 

 

 

EMPTY HOSES 

 

R1234yf                                                          MAINTENANCE 

 
 

xx  psi 

 
 

 

EMPTY HOSES 

Empty hoses 

Hoses pressure 

 R1234yf                                                         MAINTENANCE 

 

 

EMPTY HOSES 

Disconnect coupling from A/C and Press 

ENTER 

Are you sure that you have unscrewed 

coupling or couplings without removing them? 

 R1234yf                                                          MAINTENANCE 

A/C PRESSURES CHECK 

 

YES NO 

 R1234yf                                                           MAINTENANCE 

 

 

 

A/C PRESSURES CHECK 

 

Turn off engine and A/C system, unscrew LP coupling 
without disconnect it, then Press ENTER 

 

 R1234yf                                                           MAINTENANCE 

 

 

 

A/C PRESSURES CHECK 

 

START UP 
 

Please wait… 
 
 

 

 R1234yf                                                           MAINTENANCE 

 

 

 

A/C PRESSURES CHECK 

 

With LP coupling connected  
turn on vehicle’s engine  

and A/C system 
then press ENTER 

 

 

Are you sure that you have unscrewed 

coupling or couplings without removing them? 

 R1234yf                                                          MAINTENANCE 

A/C PRESSURES CHECK 

 

YES NO 
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Connect and open LP coupling to A/C system 

Press ENTER 
 

 

 R1234yf                                                           MAINTENANCE 

 

GAS ANALYSIS 

 

 R1234yf                                                           MAINTENANCE 

 

 

 

GAS ANALYSIS 

 

GAS ANALYZER 

 

REFRIGERANT SAMPLE 

 

xx % 

 
 

 

 R1234yf                                                           MAINTENANCE 

 

 

 

GAS ANALYSIS 

 

GAS ANALYZER 

 

CALIBRATION 

 

xx % 

 
 

 

 

REFRIGERANT PURITY 
 
 R1234yf:  yyy % 
 R1134a:      x % 
 R22:      x % 
 Hydrocarb.:     x % 
 Air:   x.x % 
 

R1234yf                                                           MAINTENANCE 

 

GAS ANALYSIS 

 

 R1234yf                                                           MAINTENANCE 

 

 

AIR PURGE MANUAL 

 

PRESS ENTER TO PURGE 
PRESS ENTER TO PURGE 

 
Tank pressure            xxx psi 
 
Tank Temperature xxx °F 
 
Target Pressure xxx psi 
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FIG.15 
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FIG. 17 
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Make sure that HP and LP  

coupling are disconnected from  

A/C system or else 

Press ENTER to continue 

CHANGE DRYER FILTER 

 

 R1234yf                                                            MAINTENANCE 

 

 

 

 
 

 
 
 

 
An accidental leakage of refrigerant  
may cause serious damage to skin and eyes 

wear protective gloves and goggles 
 
Press ENTER to continue 
 

 R1234yf                                                         MAINTENANCE 

 

 

CHANGE DRYER FILTER 

 

 

 
 
 

 

 
 

 
 
 

Remove the dryer filter 
use the special wrench 
and press ENTER 

Unscrew 

 R1234yf                                                         MAINTENANCE 

 

 

 

CHANGE DRYER FILTER 

 

D
R

Y
E

R
 

F
IL

T
E

R
 

 R1234yf                                                        MAINTENANCE 

 

 

., 

 
 

                 Reset service alarm 
              Enter filter code 

 
 

             _________________ 

 

5 
JKL  

 

4 
GHI 

 

3 
DEF  

 

2 
ABC 

 

1 
 

← 
 

0 
|_|  

 

9 
WXYZ  

 

8 
TUV 

 

7 
PQRS 

 

6 
MNO 

., 

CHANGE DRYER FILTER 

 

Recovering gas from filter… 

 

CHANGE DRYER FILTER 

 

 R1234yf                                                            MAINTENANCE 

 

 

 

Verifying gas presence in filter… 

CHANGE DRYER FILTER 

 

 R1234yf                                                            MAINTENANCE 

 

 

 

FIG. 18 
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Verify that both o-rings are correctly placed into their seats 
press enter 

 

 R1234yf                                                         MAINTENANCE 

 

 

 

CHANGE DRYER FILTER 

 

 
PRESSURE LEACKS 

 
Check filter tightening  

and Press ENTER 
 
 

 R1234yf                                                         MAINTENANCE 

 

 

 

CHANGE DRYER FILTER 

 

Pressure check 

 

CHANGE DRYER FILTER 
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VACUUM LEACKS 

 
Check filter tightening  

and Press ENTER 
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CHANGE DRYER FILTER 

 

Check leaks with vacuum 

 

CHANGE DRYER FILTER 
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Continue with vacuum and  

check for leaks. 
 

Press ENTER 
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CHANGE DRYER FILTER 

 

Insert new dryer filter  
use the special wrench 
and press ENTER 
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CHANGE DRYER FILTER 
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FIG. 19 
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Ford 
Bronco 
1995 
 
 
w/Manual A/C System 
 
 
 
 
 
R1234yf: 934 g 
 

PAG 46: 325 ml 

mm/dd/yyyy 
hh:mm 

R134a 

 
 

PREV 

PAGE 

NEXT 

PAGE 

mm/dd/yyyy 
hh:mm 

 

R134a 

1994 

1995 

1996 
 

 

NEXT 

PAGE 

Aerostar 

Aspire 

Bronco 

C-Max 

Cab & Chassis 

Club Wagon 

Contour 
 

 
 

 
  

 

 
         ACURA           AUDI             BMW           BUICK            CADILLAC 

 

    CHEVROLET   CHRYSLER    DAEWOO    DODGE            EAGLE 

 

         FIAT              FORD            GENESIS      GEO                 GMC 

 

DATABASE 

 

NEXT 

PAGE 

 
 

 
 

 

CHANGE DRYER FILTER 

OPERATION COMPLETED 

 

Press ENTER 
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CHANGE DRYER FILTER 

 

Internal gas removal 

 

CHANGE DRYER FILTER 
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EMPTY HOSES 

OPERATION COMPLETED 

 
 

 Press ENTER to continue 
 
 

 

R1234yf                                                             MAINTENANCE 

 

 

 

EMPTY HOSES 

 

Make sure that HP and LP coupling are disconnected from  

A/C system,  

Press ENTER to continue 

EMPTY HOSES 

 

 R1234yf                                                             MAINTENANCE 

 

 

R1234yf                                                            MAINTENANCE 

 

 

 
 

xx  psi 

 
 

 

EMPTY HOSES 

Empty hoses 

Hoses pressure 

FLUSHING HOSES  

Operation completed 

Close and disconnect  

HP and LP coupling 

Press ENTER 

 
 
 

 R1234yf                                              MANUAL PROCEDURE 

FLUSHING HOSES 

 

FLUSHING HOSES 

 

 R1234yf                                              MANUAL PROCEDURE 

FLUSHING HOSES 

CYCLE N. 1/4 

A/C Pressure 

Recovered oil 
xxx psi 
xxx oz 

 

 
Check connection leaks 

Hoses pressure      -x.x psi 
 
 

 R1234yf                                              MANUAL PROCEDURE 

FLUSHING HOSES 

 

 R1234yf                                              MANUAL PROCEDURE 

FLUSHING HOSES 

 

Connect and open HP 

and LP coupling as 

shown on the display. 

Press ENTER 
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  R1234yf                                          MAINTENANCE REPORT 

 

 

   FILTER CHANGE 

   mm/dd/yy         xx lbs 

   mm/dd/yy         xx lbs 

   mm/dd/yy         xx lbs 

 

 PREV 

PAGE 

NEXT 

PAGE 

TANK CELL CHECK 
 
 

CHECK OK 
 

 Press ENTER to continue 
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TANK CELL CHECK 

 

TANK CELL CHECK 
 
 

Don't touch the machine! 
please wait... 

 
 

 

 R1234yf                                                           MAINTENANCE 

 

 

 

TANK CELL CHECK 

 

TANK CELL CHECK 
 
 

Attach the reference weight 
to the magnet on the rear of the 

machines and Press ENTER 
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TANK CELL CHECK 

 

TANK CELL CHECK 
 
 

Don't touch the machine! 
please wait... 
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TANK CELL CHECK 
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Tank Pressure 

 Ext. Tank Pressure 

 

 R1234yf                                                         MAINTENANCE 

 

TANK FILLING 

psi 
 
psi 

 

lb 

 

 

 

 

TANK FILLING – OPERATION COMPLETED 

 

Press ENTER 

 R1234yf                                                         MAINTENANCE 

 

 

 

TANK FILLING 

 

 R1234yf                                                         MAINTENANCE 

 

TANK FILLING 

Close and disconnect LP or HP coupling from 
external tank and Press ENTER 
 

 

2 valve tank 1 valve tank 

Close liquid valve of the external tank 
Press ENTER to continue 
 

2 valve tank 1 valve tank 
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TANK FILLING 

 R1234yf                                                         MAINTENANCE 

 

TANK FILLING 

Set amount: 

Min 

MAX 

xxx xx  

xxx    lb 

xxx    lb 

 

lb 
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                 SET AMOUNT 

 
 

               _________________ 
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 R1234yf                                                           MAINTENANCE 

 

TANK FILLING 

Set amount: 

Min 

MAX 

xx  

xxx    lb 

xxx    lb 

 

lb 

 

connect and open LP or HP coupler to the liquid side of the 
external tank and open the liquid valve, then Press ENTER 
 

2 valve tank 1 valve tank 

 R1234yf                                                         MAINTENANCE 

 

TANK FILLING 

TANK FILLING 

lb 
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Replace drain cap, refill vacuum 

pump with new oil  to the center of 

control glass then replace filling cap. 

 

When done press ENTER to exit 
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VACUUM PUMP OIL CHANGE  

 

Unscrew the fitting cap and  

the drain cap then remove used oil 

from vacuum pump 

then press ENTER 
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VACUUM PUMP OIL CHANGE  
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Hours remaining (hh:mm) 
 

XX:XX 
 

Do you want to change the oil? 

YES NO 

VACUUM PUMP OIL CHANGE  

 

 2 

FIG. 23      
 

TOOLS: 

• Funn

el 

• Disp

osal 

conta

iner 

• Allen 

wren

ch n° 

5; 8.  

 

 4 
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OPTIMAL 

 3 

MAX 

MIN 

FIG. 27      
 

TOOLS: 

• Funn

el 

• Disp

osal 

conta

iner 

• Allen 

wren

ch n° 

5; 8.  
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FIG. 28       
 

TOOLS: 
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el 
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• Allen 

 1  2 

FIG. 26      
 

TOOLS: 

• Funn

el 

• Disp

osal 

conta

iner 

• Allen 

wren

ch n° 

5; 8.  
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FIG. 25      
 

TOOLS: 
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el 
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conta

iner 

• Allen 

wren

ch n° 

5; 8.  
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FIG. 24      
 

TOOLS: 

• Funn

el 

• Disp

osal 
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iner 

• Allen 

wren

ch n° 

5; 8.  

 

 1 
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Code correct  

 
 
 

Press ENTER 
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CHANGE ANALYZER FILTER 
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., 

 
 

                 RESET ANALYSER COUNTER 
                 enter filter code 

 
 

               _________________ 
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Reposition the transparent protection by screwing the two 
screws. Press ENTER to continue 
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CHANGE ANALYZER FILTER 

 

Insert the new filter, make sure that the arrow on the filter 
is aligned with the one on the analyzer. 

Press ENTER to continue 
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CHANGE ANALYZER FILTER 

 

 

Remove the filter 
Press ENTER to continue 
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CHANGE ANALYZER FILTER 

 

 
Remove the transparent protection  

by unscrewing the two screws. 
Press ENTER to continue 
 
 

 R1234yf                                                           MAINTENANCE 

 

 

CHANGE ANALYZER FILTER 

 

 
 
 

 
 

It is necessary  

to replace analyzer filter. 
Press ENTER to proceed 

with filter substitution. 

Press ESC to exit. 
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CHANGE ANALYZER FILTER 
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FIG. 37      
 

TOOLS: 

• Funn

el 

• Disp

osal 

conta

iner 

• Allen 

wren

ch n° 

5; 8.  

 

FIG. 39 

FIG. 38 
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 R1234yf                                                                             

   
 
 
 
 
 
 
      

   Used Oil 

           xx oz 
            

   Tank refrigerant 
               Total:           xxxx lb 
          Available:      xxxx lb 

DB: xx.xxx.xx/xx.xxx.xx/ xx.xxx.xx/ 
     

 

 

DB ver.: xxx.xxx.xxx 
     

 

 

 

Ambient temperature      xxx     °F 

Tank temperature      xxx     °F 

Tank pressure      xxx     psi  

ACT.COD:  xxxx-xxxx-xxxx  
     

 

 

 

3 

FIG. 40 

 R1234yf                                                            

 

mm/dd/yyyy 

hh:mm 

xxxxxxx 

AUTOMATIC             MANUAL                SERVICES 

SETUP            MAINTENANCE              INFO 
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