
V3450 ALIGNMENT
AUDIT SYSTEM

Wireless Alignment  
Audit  in Under 
Sixty Seconds

SECURE CLAMPING WITHOUT TOUCHING THE RIM QUICKLY INSPECTS VEHICLE ALIGNMENTS

 � Only the tire is contacted
 � Clutch limited clamping force ensures accurate and repeatable results
 � Durable and lightweight magnesium construction
 � Clamping is accomplished with a single fast-action adjustment knob
 � No accessories needed to accommodate the full range of tire sizes
 � Large, comfortable handle allows ergonomic use

 � Provides an alignment audit in under sixty seconds
 � Detects worn suspension components to prevent 

premature tire wear
 � A printed summary of alignment measurements 

indicates the need for adjustments against  
manufacturer specification
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V3450 Alignment Audit System

SPECIFICATIONS

V3450 Alignment Audit System

 � Tire diameter: 19” - 39” 
(48.3cm - 99.1cm)

 � Track width: 48” - 96” 
(122cm - 244cm)

 � Wheel base: 79” - 180” 
(201cm - 457cm)

 � Shipping weight:   
300 lbs (136kg)

 � Power requirements: 
120/230V, 1Ph, 60Hz

AC400 Touchless Alignment 
Wheel Clamps

 � Weight: 6.3 lbs Front / 6.9 Rear 
(2.8kg Front / 3.13kg Rear)

 � Clamping force:  

37 lbs (164.6 N)

 � Construction:  

Cast magnesium

Optional Accessories
 � Mobility Kit†: EAK0305J98A

FEATURES
Alignment Audit Measurements

 � Track Width
 � Front and Rear Toe
 � Camber
 � Wheelbase
 � Cross Diagonal*
 � Rolling Radius*

Additional Features
 � Wireless design eliminates 

connections and eases mobility
 � Continous third camera calibration 

provides accurate readings and  
reliable alignment results

 � Pull through design eases  
installation in service drives

 � VIN Reader

Alignment Audit in Under Sixty Seconds
 � Automatically prints alignment  

measurement reports

PRODUCT FEATURES & SPECIFICATIONS

For more information regarding the 
V3450 Alignment Audit System 

Call 800.362.4618 (US) or 800.362.4608 (Canada)

www.johnbean.com www.johnbean.ca


