
V2280 IMAGING WHEEL 
ALIGNMENT SYSTEMINTRODUCING THE

FINDING YOUR WAY AROUND ANY ALIGNMENT PROBLEM

JUST GOT SIMPLER.
Move your alignment business in a new direction.

WH
EEL

 AL
IGN

ME
NT

 SY
ST

EM
S



STANDARD ACCESSORIES
→ AC200 Clamps  → Color Ink-Jet Printer

→ Brake Pedal Depressor → Steering Wheel Holder

OPTIONAL ACCESSORIES
→ Variable Height Camera Support:  EAA0473J09A

→ Electronic Tilt Camera Support:  EAK0289J79A

→ Fixed Camera Support:  EAA0321J01A

→ Two Sided Claw (One kit per clamp):  EAK0268J41B

→ VIN Scanner:  EAK0289J86B

→ Ride Height Target:  EAK0256J71A

→ 4” Extension Kit For Up To 28” Wheels:  EAK0268K62A

→ 2” Extension Kit For Hubs:  EAK0289J62B

→ Low Profile Tire Kit:  EAK0268J40B
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For more information regarding the V2280,
call 800.362.4618 (US) or 800.362.4608 (Canada)
www.johnbean.com

Now there’s an advanced imaging alignment system 
that doesn’t require lots of training or experience to 
operate. With the latest XD target and camera system, 
the V2280 features advanced technology, combined 
with the simplest, most intuitive software we’ve  
ever offered providing the essential tools for any 
alignment tech. It’s the best of both worlds.

THE V2280 IMAGING WHEEL ALIGNMENT SYSTEM.
COMPREHENSIVE PERFORMANCE AT AN ENTRY-LEVEL PRICE.

SPECIFICATIONS
→ Part Number:  EEWA544T

→ Wheel Size:  12"–24" (30.48cm–60.96cm)

→ Track Width:  48"–96" (122cm–244cm)

→ Wheel Base:  79"–180" (201cm–457cm)

→ Tire Diameter Range:  Up to 37” (94cm)

→ Shipping Weight:  501 lbs. (227kg)

→ Power Requirements:  120/230V 1Ph 50/60Hz 15A

FEATURES
→ High Resolution Cameras Produce Accurate, Live 

Alignment Readings and Diagnostic Data

→ The camera beam automatically follows as the 
vehicle is raised by tracking the targets

→ Video speed cameras constantly monitor the 
alignment and provide critical information to get 
the job done right.

→ Our new user interface streamlines workflow for 
enhanced productivity and ensures that alignment 
repair information from Mitchell1™ are always one 
click away

→ Lightweight, Durable and Impact Resistant XD 
Targets and AC200 Clamps

→ Track Width, Wheel Base, Off-Set and Set-Back

→ EZ-Toe Eliminates the Need for 
 Steering Wheel Holder

→ Guided Adjustments of Single Tie Rod, Drag Link 
and Cradle

XD Targets

XD Cameras

Optional Movable 
Camera Support

AC200 Wheel 
Clamps


